HOW TO ATTACH ASSEMBLED FOOD CHOPPER FOR USE 



Instructions for care and use of 
FWBB food chopper attachment 



CHOPS FOOD — 
GRINDS MEAT 




First, assemble tAjs Food Chopper as explained on the reverse side 
of this sheet. TrEn connect the assembled food chopper to the 
Mixmaster Mixen to which a Power Unit has been attached (see 
illustration at leffi. To do this, follow these instructions: 

1. Tilt the motor back and remove both beaters from the Mixer. 

2. Slip the driy'e shaft of the Power Unit into beater socket 
directly belofw juicer bowl support. It is easier to do this if 
you plug in the Mixer and turn the dial to lowest speed. 

3. Tilt the motor forward so that the feet on the bottom of the 
Power Unit fit into the holes on the base of the Mixer. (First 
remove revolving platform from base of Mixer.) 

4. Slip hub of assembled hopper into Power Unit. 
Turn back acid forth until hub of hopper is all the way into 



the 

6. With the ho] 



the Power Unit so it. fits 



per upright, tighten the screw on the outside of 



mall hole in the side of the 



sr. The Food Chopper is now ready to use. 
^ood Chopper, turn Mixer dial to HIGH SPEED. 

GENERAL INSTRUCTIONS 



All grinding and 
Mixer on HIGH 
maximum efficiei 
Use the wood pusher and not the fingers to press fi 
If the mechanism becomes jammed, shut off the 
trouble. When the food chopper is operated with 
be placed near the food discharge opening. Impo 
objects away from feed screw and cutter. Keep child, 
unattended at anytime while assembled and in use 
The parts of the Food Chopper (illustrated belo 
Wash parts in HOT water. Dry parts well before 



chopping should be done with the Mixmaster 
^PEED in order to operate food chopper with 
cy. 

■d down through the top opening of the hopper, 
xer motor before attempting to eliminate the 
e vegetable cutter plate, the hands should not 
ant Reminder — Keep fingers, clothing or other 
away from unit in operation. Do not leave unit 
ready for use. 

can be quickly taken apart for easy cleaning, 
storing them away. 





55 54 
FOR FOOD CHOPPING - USE THESE PARTS 



\ 

53 



LOOK FOR NUMBER 6B 
ON HCPPER BODY 





4P 




/ 

52 



53 

FOR GRINDING RAW MEAT USE THESE PARTS 




*A Power Unit is needed for operation of Food Chopper. For Model No. 9 Mixmaster Mixer and 
earlier models, use PU6 Power Unit. For Models 10, 11 and 12 Mixmaster Mixer, use PU10 Power 
Unit. For Model 14 Mixmaster use PU14 Power Unit. If, in your Power Unit, you find an instruc- 
tion 6heet for assembling the FW6A Food Chopper, please disregard it. 

WHEN ORDERING REPLACEMENT PARTS BE SURE TO GIVE PART NUM- 
BER AND DESCRIPTION OF PART. SPECIFY MODEL BY NUMBER SHOWN 

ON HQEPJSR. BODY. 



PARTS FOR FOOD CHOPPER— FW6B 



Illustra- 
tion No. 

51 
52 



Part lllustra- Part 

No. Description tion No. No. 

01-3865 Hopper Body. 53 01-3871 

01-3868 Feed Screw Assembled— 54 01-3873 

Consists of: 55 01-2509 

1 01-4570 Cutter Stud (left hand 56 01-3872 

threads). _ 01-2510 
1 01-4571 Feed Screw only. 
1 01-2505 Feed Screw Stud. 



Description 

Cutter. 

Vegetable Cutter Plate. 
Retainer Ring. 
Meat Cutter Plate. 
Wood Pusher (Not shown in 
Diagram). 
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